
STANDARD CONSTRUCTION:

FRAME: 6063-T6 Extruded aluminum, 2" depth, 0.063" nominal wall
thickness.

BLADE: 6063-T6 Extruded aluminum, 0.063" nominal wall thickness,
blades positioned at 45 degree angle on 1.75" centers.

BIRDSCREEN: 1/2" X 0.063" Intercrimped aluminum mesh in
removable frame.

FINISH: Mill

MINIMUM SIZE: 12"W X 12"H

MAXIMUM SINGLE SECTION: 120"W x 84"H or 84"W x 120"H.
Louvers exceeding max single section size will be built in multiple
sections and require field assembly
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2HP45 STATIONARY LOUVER

 Extended sill
 Insect screen and bird screen    (Various options of screen types)
 Filter racks
 Security bars
 Blank-off, alum., non-insulated, sheet panels with various thickness options
 Blank-off, alum., insulated with various r value & thickness options,
encapsulated within sheet panels with various metal thickness options.

-57.56% Free area

О Kynar (2 coat & 3 coat)
О Prime coat
О Clear and color anodize

FLANGE ADAPTER OPTION GLAZING ADAPTER OPTION
(Other glazing options available)

OPTIONS:

PERFORMANCE:

AVAILABLE FINISH
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2HP45 STATIONARY LOUVER FREE AREA CHART
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