Z-Q Air Performance

P.O. BOX 86
159 GENCO DRIVE
HARTFORD, AL 36344
PHONE: (334)-588-0070
FAX:(334)-588-0071

472375 STATIONARY LOUVER

STANDARD CONSTRUCTION:

Frame: 6063-T6 extruded aluminum, 4" depth, 0.081" nominal wall
thickness.

Blade: 6063-T6 extruded aluminum, 0.081" nominal wall thickness,
blades positioned at 37.5 degree angle on 5.063" centers.

Birdscreen: 1/2" X 0.063" intercrimped aluminum mesh in removable
frame.

Finish: Mill
Minimum size: 12"W X 12"H

Maximum Single Section: 120"W X 84"H or 84"W X 120"H.
Louvers exceeding max single section size will be built in multiple
sections and require field assembly

Options:

[ ] Extended sill

[ Insect screen and bird screen(various options of screen types)

[_] Filter racks

[ ] Security bars

[] Blank-off, alum., non-insulated, sheet panels with various thickness options

[] blank-off, alum., insulated with various r value & thickness options,
encapsulated within sheet panels with various metal thickness options.

Performance:

-54.06% Free area
-Beginning point of water penetration is 797.4 fom

Available Finishes:

O Kynar (2 coat & 3 coat)
O Prime coat
O Clear and color anodize

Air Performance, LLC. certifies that the product
line shown herein is licensed to bear the AMCA
seal. The ratings shown are based on tests and
procedures performed in accordance with AMCA
publication 511 and comply with the requirements
of the AMCA certified ratings program. The
AMCA certified rating seal applies to water
penetration and air performance ratings for
rectangular louvers only.

www.amca.org

FLANGE ADAPTER OPTION

GLAZING ADAPTER OPTION
(OTHER GLAZING OPTIONS AVAILABLE)

Revised: 09/05/2025



P.0. BOX 86

y / j
®
/N Air Performance B,
PHONE: (334)-588-0070
FAX:(334)-588-0071

47375 LOUVER PERFORMANCE DATA

WATER PENETRATION PRESSURE DROP
(BASED ON 48" X 48" LOUVER) (BASED ON 48" X 48" LOUVER)
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@8- beginning point of water penetration is 797.4 fom
WATER PENETRATION
AMCA DEFINES THE BEGINNING POINT OF WATER CFM / FPM = SQFT
PENETRATION AS THE FREE AREA VELOCITY AT WHICH .01 AR FLOW FREE AREA VELOCITY @ REQUIRED LOUVER
OUNCES OR LESS OF WATER PER SQUARE FOOT OF LOUVER WATER PENETRATION
FREE AREA IS MEASURED TO PASS THROUGH A 48" X 48"
LOUVER DURING A 15 MINUTE PERIOD. THE AMCA WATER SELECT LOUVER SIZE FROM FREE AREA CHART BELOW,
PENETRATION TEST PROVIDES TEST DATA FOR THE BASED ON REQUIRED LOUVER FREE AREA ABOVE
COMPARISON OF LOUVER DESIGNS AS TO EFFICIENCY IN
RESISTING THE PENETRATION OF RAINFALL UNDER SPECIFIC DETERMINE PRESSURE DROP FROM PRESSURE DROP
LABORATORY TEST CONDITIONS CHART BASED ON REQUIRED LOUVER FREE AREA

AIR PERFORMANCE, LLC. CERTIFIES THAT THE PRODUCT LINE SHOWN HEREIN IS LICENSED TO
BEAR THE AMCA SEAL. THE RATINGS SHOWN ARE BASED ON TESTS AND PROCEDURES
PERFORMED IN ACCORDANCE WITH AMCA PUBLICATION 511 AND COMPLY WITH THE
REQUIREMENTS OF THE AMCA CERTIFIED RATINGS PROGRAM. THE AMCA CERTIFIED RATING
SEAL APPLIES TO WATER PENETRATION AND AIR PERFORMANCE RATINGS FOR RECTANGULAR

LOUVERS ONLY.
47375 FREE AREA CHAT
LOUVER WIDTH (IN)
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30| 1.04] 169| 233| 297| 361 426 49| 554 618| 682 747 811 875 939 10.04| 1068 11.32| 11.96| 126
36| 1.31| 212| 293| 374 455 536| 617| 698 7.79 86| 941 1022| 11.02| 11.83| 1264| 13.45| 14.26| 15.07| 1588
42| 157 253| 349| 445 542| 638 734| 831 927] 1023 112| 1216| 13.12| 14.09| 15.05| 16.01| 16.97| 17.94| 189
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209) 337| 466] 594| 723| 851| 979] 11.08] 1236| 1365| 1493| 1622) 17.5| 1879 20.07| 21.36) 22.64| 23.93| 2521
23| 371 512| 654 795 936| 1077| 1219] 13.6] 1501) 1643| 17.84| 19.25] 2067| 2208 2349| 249| 26.32| 2773
253) 408| 563| 7.19| 874| 103| 1185 13.4] 14.96] 1651 18.07| 19.62| 21.17| 22.73| 24.28| 25.84| 27.39| 28.94| 305
72| 279| 451| 623| 795 967| 11.39| 13.11| 14.83| 16.55| 18.27| 19.99| 21.71| 2342| 25.14| 26.86| 28.58| 30.3| 32.02| 33.74
78| 3.06| 495 683| 872| 106| 1248| 14.37| 16.25| 18.14] 20.02 21.91| 23.79| 2568| 27.56| 29.44| 31.33| 33.21| 35.1| 3698
84| 334| 54| 745 951 1156| 1362| 1567| 17.73] 19.78] 21.84| 23.89| 2595 28| 30.06| 32.11| 3417| 36.23| 38.28| 40.34
90| 355| 573| 792| 101] 1228| 1447| 1665| 18.84| 21.02] 232| 2539 27.57| 29.75| 31.94| 34.12| 36.31| 38.49| 4067 4286
96| 3.76| 6.07| 838| 1069 13.01| 1532| 17.63| 19.94| 22.26| 24.57| 26.88| 29.19| 31.5| 33.82| 36.13| 38.44| 40.75| 43.07| 45.38
102| 402 65| 897| 1145 1392| 16.4| 18.88| 21.35| 23.83| 26.3| 28.78| 31.25| 3373| 362| 38.68| 41.15| 43.63| 46.11| 4858
108| 429| 693| 957| 1221| 14.85| 17.49| 20.13| 22.78| 2542| 28.06] 30.7| 33.34| 3598| 3862 41.26| 439| 46.54| 49.18| 5182
114| 456| 7.37| 1017] 12.98| 1578| 18.50| 2139| 242| 27.01| 2981| 3262| 3542| 38.23| 41.03] 43.84| 4665 49.54| 52.26| 55.06
120| 48| 776 10.71| 1366| 1662| 1957| 2253| 2548| 28.44| 31.39| 3435 37.3| 40.26| 4321| 46.16| 49.12| 52.07| 55.03| 5798

LOUVER HEIGHT (IN)
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