
STANDARD CONSTRUCTION:

Frame: 6063-T6 extruded aluminum, 2.16" depth, .060" nominal wall
thickness.

Blade: 6063-T6 extruded aluminum, 0.060" nominal wall thickness,
blades positioned at 37 degree angle on 1.47" centers.

Birdscreen: 1/2" X 0.063" intercrimped aluminum mesh in removable
frame.

Finish: Mill

Minimum size: 12"W X 12"H

Maximum Single Section: 120"W X 84"H or 84"W X 120"H. Louvers
exceeding max single section size will be built in multiple sections
and require field assembly
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APEL-2 STATIONARY LOUVER

Extended sill
Insect screen and bird screen(various options of screen types)
Filter racks
Security bars
Blank-off, alum., non-insulated, sheet panels with various thickness options
blank-off, alum., insulated with various r value & thickness options,
encapsulated within sheet panels with various metal thickness options.

-55.13% Free area

О Kynar (2 coat & 3 coat)
О Prime coat
О Clear and color anodize

FLANGE ADAPTER OPTION GLAZING ADAPTER OPTION
(OTHER GLAZING OPTIONS AVAILABLE)

Options:

Performance:

Available Finishes:

-Beginning point of water penetration Lies at 524 fpm
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APEL2 LOUVER PERFORMANCE DATA
PRESSURE DROP

(BASED ON 48" X 48" LOUVER)
WATER PENETRATION

(BASED ON 48" X 48" LOUVER)
 THE BEGINNING POINT OF WATER PENETRATION IS DEFINED AS
THE FREE AREA VELOCITY AT WHICH .01 OUNCES OR LESS OF
WATER PER SQUARE FOOT OF LOUVER FREE AREA IS MEASURED
TO PASS THROUGH A 48" X 48" LOUVER DURING A 15 MINUTE
PERIOD.  THE AMCA WATER PENETRATION TEST PROVIDES TEST
DATA FOR THE COMPARISON OF LOUVER DESIGNS AS TO
EFFICIENCY IN RESISTING THE PENETRATION OF RAINFALL
UNDER SPECIFIC LABORATORY TEST CONDITIONS

CFM FPM = SQFT
AIR FLOW
VOLUME

FREE AREA VELOCITY @
BEGINNING POINT OF
WATER PENETRATION

REQUIRED LOUVER
FREE AREA

SELECT LOUVER SIZE FROM FREE AREA CHART BELOW,
BASED ON REQUIRED LOUVER FREE AREA ABOVE

DETERMINE PRESSURE DROP FROM PRESSURE DROP
CHART BASED ON REQUIRED LOUVER FREE AREA* Beginning point of WATER PENETRATION lies above

524 fpm
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