
6" deep, 6063-T6 extruded 
aluminum.  .125" nominal wall thickness. 

6063-T6 extruded aluminum .081" nominal wall 
thickness.  Blades are posistioned at a 37.5 deg 
angle 

.500" woven .062 bird screen , aluminum bird screen in 
removable frame.  Screen will add approximately 1/2" to the 
depth of the louver.

MILL

120"W X 84"H or 84"W X 120"H Louvers 
exeeding max single section size will be built in 
multiple sections and require field assembly. 

12"W x 12"H

APHFA-6 STATIONARY LOUVER 

Flanged Frame (150"[38mm] std.)
Custom Flange (1", 2", or 3")

[25mm, 51mm, or 76mm]
Extended Sill
Insect/Bird Screen (other screens available, see screen page)
Filter Racks (no screen)
Security Bars 
Blank-off, Alum., non-insulated, no screen, non-removable
Blank-off, Alum., non-insulated, with bird or insect screen. 
Blank-off, Alum., insulated double wall, with birdscreen.
Blank-off, Alum., insulated double wall, no screen

Baked Enamel 
Kynar
Prime Coat
Clear and Color Anodized. 

Options

Available Finishes 

(Anodized color inconsistency is possible)

 Glazing Adapter Option
(Other glazing adapters available)

Air Performance certifies that the APHFA-6 
shown herein is approved to bear the AMCA 
Listing Label.  The rating shown are based on 
test and procedures performed in accordance 
with AMCA Publication and comply with the 
requirements of the AMCA listing label 
apples to Wind Borne Debris Imapact 
Resistant Louvers and Rain Resistant Louvers 
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